
INSTRUCTION MANUAL 

The power supply LED MODEL PL6 which is constructed and presented by 

ALTEL LIGHTS operates autonomously or connected with the console DMX 

512. 

It contains 6 channels which every single one of them has power of 36 W and 

voltage of 12V or 24 V in total 216w. 

The display indicates the percentage of the lighting of the channels and the 

function of the power supply.  

The connection of the output is with a clema. To connect with the console an 

XLR three coils plug is used or a clema. With the buttons up and down which 

are at the data direction of each channel the led data indicator is switching on. 

By pressing at the same time the indicators plus & minus (+, -) the console is 

at the manual state. The first of the three displays indicates the number of the 

channel and the other two the percentage of lighting. 

By pressing the plus (+) button when reaching the state 7 all the channels 

become master. At the state 8 you activate the time Ascendant Descending of 

the steps (cue) from 1 sec to 99 sec. At the state 9 you choose the time 

‘’follow’’ of each step from 1 second to 2.5 seconds. At the state 10 you plug 

in the dimmer at the power supply with the buttons up- down. 

At the stage 11 the 4 programs (cue) are activated. With the buttons up-down 

you can find one of the 4 programs (cue). The first display indicates the letter 

C the second one the number of the (cue) (1,2,3,4) and the third one the step 

of the (cue). While you working on this step the indicator C flashes. After the 

end of the time the cue repeated continuously. When you alter in cue the first 

three channels, the following three alters at the same way for example (1 and 

4, 2 and 5, 3 and 6 e.t.c). To freeze one cue you press the + button, the first 

display indicates the letter F which is flashing and the time freezes. To reach 

again the previous stage you hold the plus (+) button . 

If you wish when finishing your work to restore the power supply to the initial 

state, press the buttons +,- at the same time. 

When the power supply is connected to the console it can transform its 6 

channels into channel one, chanel three or to remain with 6 channels. To 

achieve that you need to switch off the power supply. By pressing the button 

(-) you open up the power supply and by holding the button up-down you 



define how many channels you need 1,3 or 6. You end up the process by 

holding the button (+). 

Caution. After the power outage the power supply returns to its last state. 

When you want to set the power supply as one channel you have to bridge up 

all the 6 outputs. Finally if its programed to operate for three channels you 

have to bridge up the channel 1 and 4, 2 and 5 and 3 and 6.  


